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Packing List for 1992-1995 Audi S4/S6 Gen2 Front Mounted Intercooler (FMIC) Kit

R12 Air-conditioning

QTY PN Description
1 05A0110 Gen2 FMIC Kit with cast aluminum end-tanks
1 05A0110-1 2.75" mandrel bent aluminum inlet pipe
1 05A0110-2 2.5" mandrel bent aluminum outlet pipe
1 05A0110-6 R12 upper steel support bracket
1 05A0110-7 Lower support bracket
1 Hardware Samco 2.75" inlet silicon hose coupling
1 Hardware Samco 2.5" outlet silicon hose coupling
2 Hardware ABA Hose clamp size 44 for 2.75" coupling
2 Hardware ABA Hose clamp size 40 for 2.5" coupling
1 Hardware M6 button-head lower mount bolt
2 Hardware M6 flat-head upper bracket mounting bolt
2 Hardware M6 cap bolt used for R12 mounting bracket-condensor attachment
2 Hardware M6 nut used with R12 mounting bracket condensor attachment
2 Hardware M6 nylock nuts - used to mount R12 mounting bracket to FMIC
2 Hardware M6 nylock nuts - used to mount R12 mounting bracket to condensor
5 Hardware M6 flat washers to be used on all M6 bolts
1 Hardware M6 wavy washer to be used on lower button-head mounting bolt
4 Hardware Black Phillips Head self tapping screws to secure bumper grilles
2 Hardware Self Tapping fasteners to secure power steering cooler after relocating
2 Hardware Vinyl edging - 2.5" length
2 Hardware ABA Hose clamp size 28 for lower support bracket
2 NA Apikol die-cut decal - 6"
1 NA Apikol die-cut decals - 10"




